HEATIZON RB**

SYSTEMS

M530 CoNTACTOR PANEL SERIES

Simple in design and features, and built to the exacting standards
and high quality Heatizon Systems is known for, the M530 Contactor {
Panels are the latest members of Heatizon’s line-up of Contactor/
Relay Panels. Designed for residential applications that cannot
benefit from the features and options incorporated into Heatizon
Systems’ more sophisticated Relay Panels, the M530 Contactor
Panels are engineered for use with GutterMelt, Hott-Wire, Cozy Heat
and Out-Pipe MI And Self-Regulating Cables as well as Heatwave

interior floor heating products. Controls/Activation and GFCI/GFEP . “
breakers are sold separately. ’
FEATURES: i
¢ Contains all UL recognized components [J
e Installed inside of a UL Listed Type 1 NEMA Enclosure \

e Sturdy ANSI 61 gray polyester powder coated metal enclosure —

e Recessed, slotted flush latch for security “‘\/
¢ Variously sized and easily removed knockouts on all four sides

e Butt hinges
¢ Includes mounting holes on the back of each box

MODELS:

The M530 Contactor Panel Series includes the following Models:

M530-1

10 x 8 x 4 inch enclosure

Contains one 4 pole contactor (4 poles), 50 AMP Resistive Contactor
Controls 2 circuits at 208/240/480 VAC or 4 circuits at 120/277 VAC
Compatible with Heatizon lines of 120VAC switching activation devices

M530-2
e 10x 10 x 4 inch enclosure
e Contains two 4 pole contactors (8 poles), 50 AMP Resistive Contactor
e Controls 4 circuits at 208/240/480 VAC or 8 circuits at 120/277 VAC
e Compatible with Heatizon lines of 120VAC switching activation devices

M530-3
e 12x12 x 4 inch enclosure
e Contains three 4 pole contactors (12 poles), 50 AMP Resistive Contactor
e Controls 6 circuits at 208/240/480 VAC or 12 circuits at 120/277 VAC
¢ Compatible with Heatizon lines of 120VAC switching activation devices

M530G-4
e 16 x 10 x 4 inch enclosure
e Contains four 4 pole contactors (16 poles), 50 AMP Resistive Contactor
e Controls 8 circuits at 208/240/480 VAC or 16 circuits at 120/277 VAC
¢ Compatible with Heatizon lines of 120VAC switching activation devices
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